
CERTISOL SOLAR HEATING

CertiSol – a perfect solution
Solar energy is an environmentally friendly
source of fuel and offers customers a chance to
not only save money but also to reduce their
impact on the environment by reducing carbon
emissions. Weighing only 8kgs each the
collectors take up less space than other systems.

Thanks to its unique hemispherical form the
CertiSol will follow the sun’s movement across
the sky throughout the day for optimum solar
gain. Problems of site or inclination of the
collectors are resolved as the CertiSol collectors
can be sited at any angle and facing in any
direction.

Features
• Ecological and economical

• Lightweight and occupies very little space

• Quick and economical assembly

• Robust and resistant to frost, hail, wind
and storms

• Corrosion and scale resistant

• Ideal for cloudy days

• Maintenance-free

• Working life expectancy of more than 20 years

• Always receives the sun’s rays thanks to its
unique hemispherical form - optimum
performance guaranteed regardless of
inclination and orientation.

Installation in parallel or series
Parallel connection is recommended for low-
pressure pumps with a combination of
more than 5 collectors and a maximum height of
7m between the collectors and the
pump.

Series connection is recommended for high-
pressure pumps with a height of around
3.5m between the collectors and the pump

Flow rate: 350 – 700 l/h per collector
Pressure drop: 0.05 Bar per collector

For more information or a quotation please
contact us.

Certisol Solar Heating

DescriptionCode
SPCC0500
SPSCC02
SPSCC03
SPSCC04/25
SPSCC04/32
SPSCC04/40
SPSCC05/25
SPSCC05/32
SPSCC06
SPSCC07
SPSCC08

CertiSol Solar Heating

Solar collector
Aluminium supporting frame 3 x 1
Aluminium supporting frame 2 x 1
Elbow connector compression fitting 25mm
Elbow connector compression fitting 32mm
Elbow connector compression fitting 40mm
Equal tee compression fitting 25mm
Equal tee compression fitting 32mm
Differential thermostat allegro 400S
Maxsun double hydraulic group
Antifreeze 10 litres (-18OC)

Specifications
Dimensions: 870 x 870mm
Diameter: 800mm
Height: 430mm
Weight - empty 8 kg
Water content: 9 l
Pressure: 0.5 Bar
Absorber: 23 m Polypropylene

Tube
Pressure drop: 0.06 Bar per

collector

Maximum pressure: at 20OC - 4.0 Bar /
at 40OC - 2.5 Bar

Maximum Performance: 100% at a difference
of 5 Kelvins and at a
radiation of 800 W/m2

Working temperature: -35OC to +120OC
Max temp inside collector: 85oC
Working Life: Collector + 20 years /

Components + 40 years
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