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. . % Single Filter 4 & 5 Valve Battery Sets
Single Filter
Face Pipework 4 Valve 5 Valve Conn Filter Diameter
! . . Code Code mm [ 11-30 [ 30-40 | 40-50
Face pipework batteries are supplied m/m?/h | mefmth| me/m/h
loose for site assembly and include PVC-U SLX075-4 SLX075-5 75 1050 | 1050 -
fictings. Pive. Butterfly Val 'E SLX075-4 | SLX075-5 75 | 1200 | - -
ittings, Fipe, Buttertly Valves, and £ x SLX090-4 | SLX090-5 50 | 1400 | 1200 | 1050
Supports with 4 x Pipe clips SLX090-4 | SLX090-5 90 - - | 1200
SLX110-4 SLX110-5 110 1600 | 1400 | 1400
Note: SLX110-4 | SLXI10-5 110 | 1800 | 1600 | -
* Pressure gauge panel not included SLX125-4 SLX125-5 125 | 2000 | 1800 | 1600
* Butterfly valves have EPDM SLX140-4 | SLX140-5 140 | 2350 | 2000 | 1800
seals and ratchet locking SLX160-4 | SLX160-5 160 | 2500 | 2350 | 2000
lever arms SLX200-4 SLX200-5 200 3000 | 2500 | 2350

* Pipe and fittings are PN 0 rated

u Certikin Backwash Sightglass

Code Description

CSG075 75mm Backwash Sight Glass
CSG090 90mm Backwash Sight Glass
CsGI10 1 10mm Backwash Sight Glass
CSGI25 125mm Backwash Sight Glass
CSG140 140mm Backwash Sight Glass
CSGl60 160mm Backwash Sight Glass
CSG200 200mm Backwash Sight Glass
CSG225 225mm Backwash Sight Glass
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£3%) Double Filter 4 & 5 Valve Battery Sets O
©
4 Valve 5 Valve Conn Filter Diameter
Code Code mm | 11-30 | 30-40 | 40-50 A
m/m/h [me/mfh [ mYmith Double Filter
SLX075/090-4 | SLX075/090-5 | 75 | 1050 | - - Face Pipework
SLX075/110-4 | SLX075/110-5 75 1200 | 1050 - . o
Double filter face pipework is sized to
SLX090/125-4 | SLX090/125-5 90 1400 | 1200 | 1050 .
SLX090/140-4 | SLX090/140-5 % B _ 1200 accommodate the increased flow through
SLX110/140-4 |SLXI10/140-5 | 110 | 1600 | 1400 - two filters.
SLX110/160-4 |SLXI10/160-5 | 110 | 1800 | 1600 | 1400 . . .
SLX125/1604 | SLX125/160-5 125 | 2000 N N Face pipework batteries are supplied
SLX125/200-4 | SLX125/200-5 125 - 1800 | 1600 loose for site assembly and include PVC-U
SLX140/200-4 |SLX140/200-5 | 140 - | 2000 | 1800 fittings, Pipe, Butterfly valves and 3 x
LX140/225-4 - 14 - - . : .
SLX140/225-4 | SLX140/225-5 0 | 2350 Supports with 6  Pipe clips
SLX160/225-4 | SLX160/225-5 | 160 | 2500 - 2000
SLX160/250-4 | SLX160/250-5 | 160 - 2350 - Note:
SLX200/250-4 | SLX200/250-5 200 3000 | 2500 - o P :
ressure gauge panel not
included
* Butterfly valves have EPDM
250 minimum seals and ratchet locking
—
lever arms
* Pipe and fittings are PN 0 rated
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